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HENNLICH Air Cooler HCP

This type of cooler with AC-motor and pump is designed for stationary ap-

etc.). The compact design allows for simultaneous pumping and cooling, 
-

HCP air cooler with e-motor and gerotor pump

HCP 
standard sizes

sound 
pressure 

LpA dB (A) 
1m*

pole - power
Max. 

spec. 
cooling 
capacity 

 cooling 
capacity at 
dT = 40 °C 

weight

59

55

55

55
55
55

Materials

Cooling element

Air fan

Cooling frame part C-steel powder coated

Protection grid

Pump

Main parts
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Max. oil temperature [Tmax]

Max. pump pressure

Max. underpressure

Max. pressure

Max. viscosity: 

3-phase motor

Ambient air temperature motor

GENERAL MOTOR DATA

HCP 
standard sizes

sound 
pressure 

LpA dB (A) 
1m*

pole - power
Max. 

spec. 
cooling 
capacity 

 cooling 
capacity at 
dT = 40 °C 

weight

55 55

55 95

55 95

HCP

 standard sizes
B F H J K L A E G Mø

595

593 335
593 335
593 335
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HENNLICH Air Cooler HCP

COOLER SELECTION: 

-

OPTIONAL SOLUTIONS AND ACCESSORIES: 

Cooling system with electrical control

Temperature switch



Im Schiffelland 24 . D-66386 St. Ingbert . Tel. +49 6894 95558-0 . office@hennlich-hct.de . www.hennlich-hct.de

Subject to changes and printing errors!14_HCP-mit-E-Motor_Datenblatt_202401-eng

Key code  HCP - C33.26 – 4D - 100 - XXGP - Z

Cooler type
air cooler with motor and gerotor-pump
air cooler with motor and gear motor-pump
air cooler with motor and screw pump

aircooler with marine-design

Cooler size 

pole quantity

special
Motor voltage
A

C

special motor

Bypass-accessories

standard 3-pass

Flow rate (max)

Internal codes
internal designation

Options
-



Österreich:
HENNLICH
Cooling - Technologies GmbH

cooling@hennlich.at
www.hennlich.at

HENNLICH - HCT GmbH

www.hennlich-hct.de

Schweiz:
HENNLICH (Schweiz) GmbH

www.hennlich.ch


